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Reference Sheet
PEP McQuik (-3Q-Series) 

MCQUIK BODY (-3Q)

TYPICAL “OLD STYLE” BODIES (-3T)

MCQUIK NUT (-3Q)

T-SERIES NUT (-3T)

      SPECIAL NOTE
THE 3/4 PEP MCQUIK (-3Q) BODY AND THE
1” CTS MCQUIK BODY (Q) ARE IDENTICAL EXCEPT
FOR THE BORE DIAMETER FOR THE 3/4” PEP
MCQUIK IS SMALLER. THEY ARE NOT INTERCHANGEABLE.

THE 1” PEP MCQUIK (-3Q) BODY IS THE SAME AS
THE 1/4” CTS MCQUIK (Q) BODY.

 ASSEMBLY RULES
A. THE PEP MAC-PAC (-33), PVC (-44), STEEL PIPE  
 (-55), AND THE PEP 3T-SERIES NUT MAY BE  
 USED ON THE MCQUIK (-3Q) BODY.
B. THE PEP MCQUIK (-3Q) NUT MAY NOT BE USED
 WITH THE “OLD STYLE” BODY.

  IDENTIFICATION RULES
1. THE PEP MCQUIK (-3Q) NUT HAS “TIGHTEN TO STOP”.
1A. THE -3T-SERIES NUT DOES NOT.
2. THE PEP MCQUIK (-3Q) NUT HAS A COUNTERBORE AT
 THE END OF THE NUT.
2A. THE -3T-SERIES NUT ONLY HAS A 45° CHAMFER.
3. THE MCQUIK (-3Q) SERIES NUT IS LONGER THAN
 THE -3T-SERIES NUT.
4. THE MCQUIK BODY HAS A STOP SHOULDER. SOME
 “OLD STYLE” BODIES ALSO HAVE A SHOULDER
 AT A DIFFERENT DIMENSION FROM THE MCQUIK.
5. GAGES FOR PEP MCQUIK NUTS AND BODIES ARE KEPT
 ON THE FLOOR. IF THERE IS ANY UNCERTAINTY
 IN IDENTIFYING THE PART, USE THE GAGE.
6. THE -3Q AND -3T NUTS HAVE A “PEP” STAMP WHILE
 THERE ARE NO STAMPS ON THE T OR Q NUTS.
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